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Features


GEMINI IP66 switchboards

Degree of protection: IP66 in compliance with IEC 60529 Standard.

Operating temperature: from –25°C to +100°C.

Thermoplastic material (co injection process).

100% recyclable material.
IMQ approval in compliance with EN 50298 Standard.

No need of tools.

Integrated vertical wiring ducts on the uprights (ABB patented).

Distance between rows: 150mm / 225mm / 300mm.

Insulation class II.

Glow Wire Test: 750°C in compliance with IEC 60695-2-1 Standard.

Six dimensions from 335x400x210 to 840x1005x360 (external dimensions, mm).

Two versions: opaque gray door or transparent smoky door.

Reversible door, vertically hinged.

Door opening more than180°.

Color: gray RAL 7035.

Rated uninterrupted current, Iu≤400 A

Rated service voltage, Ue≤690 V

Shock resistance: 20 J (IK10) in compliance with EN 50102 Standard.

DIN modules for distribution applications:

· 1st size: 24 modules (12 x 2 rows)

· 2nd size: 54 modules (18 x 3 rows)

· 3rd size: 72 modules (18 x 4 rows)

· 4th size: 96 modules (24 x 4 rows)

· 5th size: 120 modules (24 x 5 rows)

· 6th size: 216 modules (36 x 6 rows)

DIN rails snap-on fixed on the uprights without using tools. Fine depth adjustment.

Modular base plates snap-on fixed on the uprights without using tools. Fine depth adjustment.

Cover panels snap-on mounted on the uprights and hinged on both sides.

Base plates (metal or insulating base plates) snap-on fixed on the box. Different depths installation.

Inner door snap-on mounted on the box, hinged on left or right side.
Double-wing locks as standard (square and triangular locks are available as spare parts).

Designed to be fitted with a safety key lock with handle.

Resistant to chemical agents (water, saline solutions, acids, mineral basis and oils), atmospheric agents and UV rays.

Designed for the use of the Unifix SL fast-cabling system.

Switchboards manufactured in compliance with EN 50298, IEC 60439-1 and IEC 60670 Standards.

